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6) Inspect the accessory filter to be sure ‘that the 
pins are straight. If they are not, straighten TR-7 ACCESSORY FILTER INSTALLATION 


them very carefully with a minimum of force. 


Installation of accessory crystal filters in the TR-7 


7) Remove the lockwashers and nuts from the two is easily accomplished via the following procedure: 


studs and install the filter in the selected location . 
by aligning the pins and studs with the holes on 1) Remove all interconnecting cables from the 
the IF Selectivity Board, pressing the filter TR-7. 


straight down onto the board. Use a minimum of 2) Remove the cabinet wraparound by removing 


force; if all parts are properly aligned, the filter eight screws on the bottom and sliding the 
should drop in with ease. wraparound toward the rear, 

8) Check to be sure that no wires are pinched be- 3) Refer to figure 1 and remove the top cover from 
tween the filter and the board and install the lock- _ the main card cage by removing 14 screws (12 
washers and nuts on the two filter mounting studs on top and 2 in the rear). 


TOP COVER 


that were removed in the preceding step. Solder 
the three filter pins to the associated circuit foils 
on the board. 


9) Inspect the board for solder splatters or bridges, 
pinched wires, etc. and correct any defects. 


10) Reinstall the IF Selectivity Board, making sure 
to align the board connectors with the pins on 
the Parent Board. 


11) Reinstall the coax cables and NB Board. Route 
the cables through grommets as before. 


12) Reinstall the top cover with 14 screws. Be care- 
ful not to overtighten these screws. 


13) Reinstall the cabinet wraparound with eight 
screws in the bottom. 


14) Reconnect the TR-7 to other station equipment. i £3 J 
The accessory filter(s) installed will be selected | rive @ 
when the appropriate button(s) on the front panel : 
of the TR-7 is depressed. See the TR-7 Operator’s Es 
Manual for additional information. 
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figure 1 — Top Cover (main card cage) 
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4) Refer to figure 2 and remove the IF Selectivity 
module as follows: 
a. Unplug the coax from the 2nd IF/AGC board. 
b. Remove the NB or NB Dummy board and 
unplug the coax. 
c. Remove the IF Selectivity board. 


(Use puller supplied with TR7) 


NB Board 


IF Selectivity Board 


SHAE 


2nd IF/AGC Searc ‘a 
figure 2 — TR7 Top View 
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5) Determine in which location (A, B, or C) the 
accessory filter will be installed. Refer to figure 
3 and identify this location. 
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NOTE 


The standard 2.3 kHz filter must not 
be removed from the board or changed 
to a different location on the board. 


figure 3 — IF Selectivity Board (filter locations) 


figure 1B —- R7 Top Cover (main card cage) 


Remove the IF Selectivity module as follows. Refer to figure 

2A for TR7 Top View and to figure 2B for R7 Top View. 

a) Forthe TR7, unplug the coax from the 2nd IF/AGC Board. 
For the R7, two (2)coaxes must be unplugged from the 
2nd/3rd IF/AGC Board. This is accomplished by first 
unplugging coax #1. Then remove the 2nd/3rd IF/AGC 
Board and unplug coax #2 from it. 

b) Remove the NB Board. If you do not havea Noise Blanker 
Board in your unit, then you should remove the NB 
Dummy Board in the TR7 or the NB IF Jumper Board in 
the R7. Unplug the coax. 

c) Remove the IF Selectivity Board. 


NB Board IF Selectivity Board 
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2nd IF/AGC Board Bs ‘ 


figure 2A — TR7 Top View 


Coax #3 NB Board IF Selectivity Board 


Coax #2 2nd/3rd IF/AGC Board 


Coax #1 


figure 2B - R7 Top View 
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5. In the TR7, determine in which location (A, B or C) the 
accessory filter will be installed. Refer to figure 3A and iden- 
tify this location. 

NOTE 
The standard 2.3 kHz filter must not be removed from 
the TR7 IF Selectivity Board or changed to a different 
location on the board. 


6. For the R7, refer to figure 3B and install appropriate filters in 
the positions shown as they correspond with Selectivity 
board and switch wiring. 


figure 3A - TR7 IF Selectivity Board (filter locations) 


figure 3B - R7 IF Selectivity Board (filter locations) 


7. Inspect the accessory filter to be sure that the pins are 
straight. If they are not, straighten them very carefully with 
a minimum of force. 

8. Remove the lockwashers and nuts from the two studs and 
install the filter in the selected location by aligning the pins 
and studs with the holes on the IF Selectivity board, pressing 
the filter straight down onto the board. Use a minimum of 
force; if all parts are properly aligned, the filter should drop in 
with ease. 

9. Check to be sure that no wires are pinched between the filter 
and the board and install the lockwashers and nuts on the 
two filter mounting studs that were removed in the preceding 
step. Solder the three filter pins to the associated circuit foils 
on the board. 
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10. Inspect the board for solder splatters or bridges, pinched R7/TR7 ACCESSORY FILTER INSTALLATION 
wires, etc. and correct any defects. 

11. Reinstall IF Selectivity board, making sure to align the board 
connectors with the pins on the parent board. 

12. For the TR7, reinstall the coax cables and NB board. Route 
the cables through grommets as before. For the R7, reinstall : , 
coax #2 to 2nd/3rd IF/AGC board bottom connector, and 2. Remove the cabinet wraparound by removing eight screws 
carefully plug board into radio. Reinstall coaxs #1, 3 and NB on the bottom and sliding the hb ad around toward the Ase 
hoard. Route the cables through grommets as before. 3. Remove the top cover from the main card cage by removing 


13. Reinstall the top cover with 14 screws. Be careful! not to a shalt a gmtoP al AREA m ure LA tor 
overtighten these screws. TR7 Top Cover, and to figure 1B for the R7 Top Cover. 

14. Reinstall the cabinet wraparound with eight screws in the 
bottom. 

15. Reconnect unit to other station equipment. The accessory 
filter(s) will be selected when the appropriate button(s) on the 
front panel of the TR7 is depressed, or the appropriate selec- 
tivity switch position on the front panel of the R7 is selected. 
See the Operator's Manual for your unit for additional 
information. 


Installation of accessory crystal filters in the TR7 and the R7 is 
easily accomplished via the following procedure: 
1. Remove all interconnecting cables. 


TOP COVER 


figure 1A - TR7 Top Cover (main card cage) 
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